
2.) S etting the da te & time
Lower the cover on the front of the unit. Move the
selector switch to the CLOCK SE T position.

Press the or buttons to select the year.

Press the or buttons to select the month.

Press the or buttons to select the day.    

Press the or buttons to select the hour.   

Press the or buttons to select the minute.  

The date & time are now set. Move the selector switch 
to the RUN position to run the program, or to the PROG SE T position
to change the program setting.        

3.) F actory default pr ogram settings

24 H
P1 ON P1 OFF P2 ON P2 OFF P3 ON P3 OFF

6:30 8:30 12:00 14:00 16:30 22:30

7 d
P1 ON P1 OFF P2 ON P2 OFF P3 ON P3 OFF

6:30 8:30 12:00 14:00 16:30 22:30
All 
7 days

5/2 d
P1 ON P1 OFF P2 ON P2 OFF P3 ON P3 OFF

6:30 8:30 12:00 14:00 16:30 22:30

7:30 10:00 12:00 14:00 17:00 23:00

Mon~ Fri
Sat~Sun

Lower the cover on the front of the unit. By pressing the

button, you can change between “OFF 1 2 3 ON ” for zone 1.

Repeat this process for zone 2 and zone 3 by pressing the relevant 

or      button.

6.) Re vie wing the pr ogram settings
Lower the cover on the front of the unit.
Move the selector switch to the PROG SE T position.

By pressing         this will review each of the ON/OFF  times for P1 to P3 for 
Zone 1.

Repeat this process to review the ON/OFF  times for Zone 2 and Zone 3 by 
pressing        or                     respectively and then pressing

When completed, move the selector switch to the RUN 
position.

7.) B oost func tion
This function allows the user to extend the ON period for 1, 2 or 3 hours. 
If the Zone that you wish to BOOST is already timed to be OFF , you have the 
facility to switch it ON for 1, 2 or 3 hours by pressing the respective boost 

button once, twice or three times. Press            for Zone 1,             for Zone 2  or

            for Zone 3.   To cancel the boost function, simply press the respective 

boost button again.

8.) A dvance func tion
This function allows the user to bring forward the next switching time. 
If the Zone is currently timed to be OFF  and the ADV is pressed, the 
zone will be switched ON until the end of the next switching time.
If the zone is currently timed to be ON and the ADV is pressed, the
zone will be switched OFF  until the end of the next switching time.

Press   for Zone 1 ,             for Zone 2  or            for Zone 3

To cancel the ADVANCE function, simply press the respective ADV button again.
 
9.) Holida y mode
Lower the cover on the front of the unit.
Move the selector switch to the RUN position.

Press the                     button.

Press the          or          buttons to adjust the holiday period required. Press       

The programmer is now switched OFF  for the selected number of days.

By pressing           again, this will cancel the holiday mode, thereby returning

the programmer to the normal settings.           

10.) Back ligh t mode selec tion
There are two settings for selection. The factory default setting is ON.
ON - The backlight is permanently ON.
AUTO - On pressing any button the backlight stays on for 10 seconds.
To adjust the backlight setting, lower the cover on the 
front of the unit. Move the selector switch to the
RUN position.

Press the            button for 5 seconds.

Press either the          or         buttons to select the ON or AUTO mode. Press

5.) A djusting the pr ogram settings
Lower the cover on the front of the unit.

Move the selector switch to the PROG SE T position.

You can now program Zone 1  

Press the        or  buttons to adjust the P1 ON  time. 

Press the        or  buttons to adjust the P1 OFF  time.
Repeat this process to adjust the ON & OFF times for P2 & P3 .
Press  or                 for Zone 2  or Zone 3  and repeat the 
above process to adjust  ON & OFF times for respective zones. 
When completed, move the selector switch to RUN   

1.) Resetting the pr ogrammer
It is necessary to press the RESE T button prior to initial programming. 
This button is located behind the cover on the front of the unit. 
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T37 - 3 Zone Programmer
Programming Instructions

for the user

Caution!
Before commencing, disconnect the 
device from the mains. There are parts 
that carry mains voltage behind the cover.
Never leave unsupervised when it is open.
(Prevent non specialists and especially
children from gaining access to it.)

This 3  zone  programmer is designed to provide ON/OFF control for 3 zones, with the value added application of in built frost protection. 

On delivery, the jumper on the rear of the programmer which is for frost protection control is left open. 

Never r emove this pr oduc t fr om the 
elec tric al basepla te. 
Disconnec t fr om mains supply in the 
event of an y damage t o any butt ons.
Do not use sharp t ools t o push an y 
butt on.Important: Keep this document
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4.) ON/OFF period selec tion
There are 5 modes available on this programmer for users to choose for their 
individual application.

 - The programmer is permanently o• .  **OFF**

 - The programmer operates 1-ON/OFF period per day. 

  This operates from the o the third OFF time.  

  ** ALL DAY**

 - The programmer operates 2-ON/OFF periods per day.  
  This operates the d ON/OFF time, 
  ignoring the second ON/OFF time.
  ** This is the factory default setting.   AUTO **

                           - The programmer operates 3-ON/OFF periods per day. 

 - The programmer is permanently on. **ON**

OFF 1 2 3 ON

OFF 1 2 3 ON

OFF 1 2 3 ON

OFF 1 2 3 ON

OFF 1 2 3 ON

T37 IU100109A
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Programming Instructions
for the user

Caution!
Before commencing, disconnect the 
device from the mains. There are parts 
that carry mains voltage behind the cover.
Never leave unsupervised when it is open.
(Prevent non specialists and especially
children from gaining access to it.)

Never remove this product from the 
electrical baseplate. 
Disconnect from mains supply in the 
event of any damage to any buttons.
Do not use sharp tools to push any 
button.Important: Keep this document
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T37 - 3 Zone Programmer

11.) Day off mode

For 5/2 Day setting, you can select to have either Monday to Friday or Saturday and 
Sunday switched off.

A.) To select Monday to Friday as days off.  
 Lower the cover on the front of the unit.  
 Move the selector switch to the PROG SET 
 position.
 Press Day OFF button.   
 "MO TU WE TH FR" now flashes.   
 Press the        button. Monday to Friday will be switched OFF.
 When completed, move the selector switch 
 to the RUN position.
      
B.) To select Saturday and Sunday as days off. 
 Lower the cover on the front of the unit.  
 Move the selector switch to the PROG SET 
 position.
 Press Day OFF button.   
 "MO TU WE TH FR" now flashes.   
 Press        or        to select "SA  SU"   
 Press the        button. Saturday and Sunday will be switched OFF.
 When completed, move the selector switch to the RUN position.
      
      
For 7 day setting, you can select to have one or multiple days switched off.
      
C.) To select any days off.   
 Lower the cover on the front of the unit.  
 Move the selector switch to the PROG SET 
 position.
 Press Day OFF button.   
 "MO" now flashes.     
 Press the        or        button to select the required day you wish to  
 switch off.
 Press the        button. The selected day will be switched OFF.
 Repeat the above steps if you wish to switch another day off.
 
 When completed, move the selector 
 switch to the RUN position.
      
To Cancel Day Off Mode    
Lower the cover on the front of the unit  
Move the selector switch to the PROG SET position 

Press Day OFF button twice.   

When completed, move the selector switch 
to the RUN position.
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